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The Tech Tips align with th nd are useful to explain code requirements to bt

1 For crawlspaces, install 6-mil poly sheeting to overlap and extend up 2

foundation walls at least 6 inches. Damp proof the exterior of all below-grade walls.

X NO DAMP PROOFING « DAMP PROOFING

~

For exterior insulation, install without gaps, voids, misalignment
or compression and with a rigid, opague and weather resistant
protective covering.

X DRAIN TILE GAP «/ PROPER DRAINAGE X UNPROTECTED «/ PROPER INSTALLATION

3 Install a drainage system along entire foundation footing of 4
below-grade walls.
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5. For exterior insulation, install to meet 2015 IECC insulation levels.?

CLIMATE ZONE | BASEMENT WALLe | CRATIL SPACE SLAB
Zone 4 R10/13 R10/13 10,2 ft.
R-15/19 R-15/19 10,2 ft

R-15/19 R-15/19 10, 4 ft.

R-15/19 R-15/19 10, 4 ft.

a. R-values are minimums. U-factors and SHGC are maximums. When insulation is installed
in a cavity which is less than the label or design thickness of the insulation, the installed
R-value of the insulation shall not be less than the R-value specified in the table.

c.  "5/19" means R-15 continuous insulation on the interior or exterior of the home or R-19
cavity insulation at the interior of the basement wall. "15/19" shall be permitted to be
met with R-13 cavity insulation on the interior of the basement wall plus R-5 continuous
insulation on the interior or exterior of the home. "0/13" means R-10 continuous
insulation on the interior or exterior of the home or R-13 cavity insulation at the interior of
the basement wall.
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